
S38 - S48 - S58 portable compressors

Lightweight, Compact,
Strong, Recyclable

S38
S48
S58

A choice of three models:
Sullair 38 (2 m3/min - 71 CFM),

48 (2,4 m3/min - 85 CFM) and 58 (3 m3/min - 106 CFM)

� SULLAIR air end with 2-year warranty

� Ultra-resistant canopy made of rotomoulded polyethylene, through molding coloured

� Water cooled KUBOTA engine robust and reliable

� Wings and bumper separate from canopy and chassis

� Control panel at man height, easily accessible and practical to use

� Protected road lights

� Highly accessible lifting eye

� Removable diesel fuel tank to facilitate maintenance and serviceability

� Sealed environmental-friendly chassis for spill containment

� 100 % recyclable canopy, wings and bumper 



Options :
• Corporate Canopy Colours available.
• Anti-theft system.
• Jockey wheels.
• Line lubricator.
• Aftercooler.
• 12/24 V transformer.
• Hose reel.

EVERGREEN is a range of compressors complying
with the standards in force in terms of recyclability.
The canopy, wings and bumpers are 100% recyclable.

S38
S48
S58

Ergonomic control
panel

Conveniently located at the front of the
canopy, this control panel prevents the user
from being exposed to the traffic.

Lifting eye

The specially shaped top part of the canopy
makes it easy to hook on the compressor
for lifting (hook or shackle).

Full accessibility

Full accessibility to all internal components,
Easy dismantling of wings and bumpers.

Removable tank

The removable tank facilitates quick and easy
serviceability.

Kubota engine

One make for all the models of compressor
facilitating spare parts management. Engine rated to
ensure longevity and low fuel consumption.

Road lights

The Rear Lights are Protected.

SPECIFICATIONS

CE CCoommpprreessssoorr**  Model 38 48 58
Delivery (1) m3/min (cfm) 2 - (71) 2,4 - (85) 3 - (106)

Rated pressure, bar (psi) 7 - (100) 7 - (100) 7 - (100)

Compressor oil, liters 7.2 7.2 7.2

BBooddyy
Fuel tank capacity, liters 30 30 30

Air outlets 2 x1/2" 2 x1/2" 2 x1/2"

Optional air outlet NA NA NA

Total weight, wet (2) kg 485 - 502 - 500 485 - 502 - 500 578 - 594 - 593

Maximum axle weight (2) kg 650 - 650 - 650 650 - 650 - 650 650 - 650 - 650

Total length (2) m 2,84 - 3,00 - 3,13 2,84 - 3,00 - 3,13 2,84 - 3,00 - 3,13

Total width (2) m 1,22 - 1,22 - 1,22 1,22 - 1,22 - 1,22 1,22 - 1,22 - 1,22

Height (2) m 1,22 - 1,22 - 1,22 1,22 - 1,22 - 1,22 1,22 - 1,22 - 1,22

KKuubboottaa  eennggiinnee D 1105 E D1105 E D 1703 M

Number of cylinders 3 3 3

Displacement cm3 1123 1123 1647

Rated speed, rpm 2150 2550 2300

Rated power kW (HP) 18 - (24,1) 19,5 - (26,1) 24 - (32,7)

(1) at rated pressure according to
ISO 1217 (±5%)

(2) NF = unbraked,
F = braked with adjustable towbar
UK = braked with straight towbar

NA = not available
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Réf. : SEL - C - E - 5 - GB - 01/08.
The specifications may be modified without notice. Photos not binding.

Equipment 
in compliance 
with the regulations
in force.

Your SULLAIR® authorised distributor


